       Excel Arms

         MODEL MR-17 / MR-22  ACCELERATOR RIFLE

    INSTRUCTIONS FOR BARREL REMOVAL & INSTALLATION

(Removal):

1. Remove the magazine, then pull the bolt back and check the chamber to be sure that the rifle is unloaded.

2. Remove the bolt handle by unscrewing the screw in the center of the handle.

3. Remove the two screws on the top of the barrel shroud, now pull the shroud up and off of the barrel.

4. Disconnect the recoil spring from the bolt and from the barrel, and then lift off the bolt from the frame.

5. Remove the two barrel screws, the first screw is located in front of the trigger and the second is at the front of the stock. The barrel can now be lifted off of the stock.

NOTE: The feed ramp is used to key the barrel to the frame. The .22 WMR and the .17 HMR barrels both use THE SAME feed ramp.

(Installation):

6. Place the feed ramp on the barrel you are installing and set it in position on the frame, now reinstall the barrel screw in front of the trigger and then the screw at the front of the stock. Now set the bolt on to the frame.

7. Hook the recoil spring on the barrel then on to the bolt.

8. Now reinstall the barrel shroud with the two screws.

9. Reinstall the bolt handle. The barrel installation is now complete.

NOTE: The MR-17 and MR-22 use the same magazine.
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